
Key Benefits

• Enables Bluetooth dimming and Tunable White control 
for DALI track systems
• Compatible 3-phase system in-tracks
• Support independent/grouped control for 3 circuits 
• Simple insertion into the track without extra wiring
• Enhance the track light system with smart lighting 
capabilities 
• Wireless configuration via Koolmesh App
• Available in two distinct structural appearances

In-track Dimmer
DALI OutputDALI Output6 Wires 3 Circuits6 Wires 3 Circuits

HBTD54/N

Main Functions

DALI Broadcast Output Short-circuit
protection

Overload protection Dimming & 
tunable white

Supports D4i & DT8
 LED Drivers

NEW

HBTD54

Technical Specifications

Operating voltageOutput

220~240VAC 50/60Hz

Stand-by power IP RatingDesignation

<0.5W IP20

DALI/DALI-2
I guaranteed: 80mA

I max: 100mA
U rated: 15VDC

HBTD54/N

Mechanical Structure (unit: mm)
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*Please always check the latest datasheet for technical requirements--------http://hytronik.com

Track Light System

HBTD54/N

HBTD54



Key Benefits
• Enables Bluetooth On/Off control for track light systems
• Zero crossing detection circuit to reduce in-rush current
• Emergency self-test function via Koolmesh App 
• Simple insertion into the track without extra wiring
• Wireless configuration via Koolmesh App

In-track DALI Dimmer
On/Off ControlOn/Off Control4 Wires 1 Circuits4 Wires 1 Circuits

Main Functions

HBTD54S/N

On/off control Short-circuit 
protection

Overload protection Zero cross detection

NEW

Technical Specifications

Operating voltageOutput

220~240VAC 50/60Hz

Stand-by power IP RatingDesignation

<0.5W IP20HBTD54S/N
On/Off  Control

400VA(Capacitive)
800W(Resistive)

Mechanical Structure (unit: mm)
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*Please always check the latest datasheet for technical requirements--------http://hytronik.com
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Key Benefits
• Adds Bluetooth connectivity to 0/1-10V dimming track light systems
• Compatible with 3-phase track systems
• Support independent/grouped control for 3 circuits 
• Simple insertion into the track without extra wiring
• Enhance the track light system with smart lighting capabilities 
• Wireless configuration via Koolmesh App

In-track Dimmer
6 Wires 3 Circuits6 Wires 3 Circuits

HBTD54V/N

Main Functions

0/1-10V Output0/1-10V Output

0/1-10V  dimming Short-circuit 
protection

Overload protection

NEW

Technical Specifications

Operating voltageOutput

220~240VAC 50/60Hz

Stand-by power IP RatingDesignation

<0.5W IP20HBTD54V/N
0/1-10V

400VA(capacitive)
800W(resistive)

Mechanical Structure (unit: mm)
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*Please always check the latest datasheet for technical requirements--------http://hytronik.com
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A Complete Track Lighting Ecosystem
• Designed to simplify lighting projects, from design and installation to commissioning and future upgrades

What you get
• Integrated sensors, drivers, dimmers and emergency modules
• Flexible 3-circuit track solutions with 4- and 6-wire options
• Wireless commissioning and system expansion
• Emergency-ready solutions without additional wiring

Built for real projects
• Start with basic track lighting
• Add smart control, emergency monitoring and system-level components when needed - without changing the track infrastructure

Next step
• Explore full specifications and compatible modules at www.hytronik.com 
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HYTRONIK  
INTERNATIONAL

Unit 3 Tallow Way, Fairhills Industrial Estate, Irlam, 
Manchester, M44 6RJ, United Kingdom
E-mail: info@hytronik.com

Hytronik UK:

Carrer del Moro Zeid, 11, Piso 3, Ciutat Vella,
46001 Valencia
E-mail: support_es@hytronik.com

Hytronik Iberia & Latam:

Heinrich-Hertz-Straße 15 / 65582 Diez. Germany
E-mail: support_dach@hytronik.com 

Hytronik DACH:

Pude Industrial Park, Dushi Village, Pingtan 
Town,Huiyang District, Huizhou City 516259
E-mail: info@hytronik.com

Hytronik Asia:

Techlum s.r.o (Slovakia, Slovenia) Staré Grunty 7A 
841  04 Bratislava
E-mail: info@techlum.sk

Hytronik SVK & CZE:

Sven Källfelts Gata 210 426 71 Västra Frölunda          E-mail: info@easyform.se

Hytronik Sweden:

Hytronik Finland:
Jaakonkatu 201620 Vantaa Finland                           E-mail: myynti@exaktor.fi



Future-proof your projects
Track your light with Hytronik

info@hytronik.com
Contact us:


